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COVERS
Corrosion-resistant

pre-formed corrugated sheets

for conveyor belts
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The ONDEX covers are manufactured with translucent PVC sheets in 
profile GRECA 70 X 18 which are pre-formed in the factory.

PRODUCT BENEFITS

Durability: 
 Transparency making the monitoring and maintainance of the 
        conveyor belts easier
 Minimal build-up of dirt thanks to a smooth, uniform surface
 Lightweight, making maintenance work easier
 A wide range of sizes to suit every project

Chemical resistance:
� Resistance to highly corrosive environments and a wide range of 

  chemicals (list available on request)

APPLICATIONS
 Industrial sites
 Bulk storage facilities
 Port areas
 Mining areas
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TECHNICAL SPECIFICATIONS

Profile GRECA 70x18

Cover 
No.

A

Belt
width
(mm)

B

Framework
width
(mm)

R

Radius
(mm)

C

Internal
height
(mm)

Arch 
length
(mm)

Fastening accessories supplied 
by ONDEX

Quantity of 
fastenings
per cover

D escription Code

1 400 700 350 550 1 500

Strap

20 630

12 500 800 400 600 1 660 20 631

3 650 950 475 675 1 890 20 632

4 800 1 150 575 775 2 200 20 654

2

5 1 000 1 350 675 875 2 520

Arch + fixation

20 791

6 1 200 1 600 800 1 000 2 910 20 790

7 1 400 1 800 900 1 100 3 230 20 789

8 1 600 2 050 1 025 1 225 3 620 20 794



1

2

3

4A

C

R

B

C

R

A

B

C

R

A

B

ASSEMBLY

Fastening with strap for covers No. 1-2-3-4 Assembly with arch for covers No. 5 to 8

Assembly with strap for covers No. 1-2-3

Assembly with strap for covers No. 4

Assembly with arch for covers No. 5 to 8

Strap

Steel
angular 
section

Adjustment
screw

He
ig

ht

Radius

Upright 
position
200 mm Min.

35mm

Spring
(tension > 2.5 cm)

Framework width

Belt width

Substructure

Drilling
Ø 9 mm min.

Hook
 Ø 5 mm
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Belt width

A

C
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Substructure

Supporting 
arch

ONDEX cover

23

Bolt and 
washer

Fastening 
nut

Mounting 
bracket

23 mm

Upright 
position
200 mm Min.

35mm

Min. 30 
mm

Screw M6 x 45




